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The dimensions given in the table are 

standard dimensions; others available to order. 

Dimension 

D= 40 mm
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Customisation: A choice of different sizes allows the overflow to be matched to the specifics of the roof.

A [mm] B [mm] C [mm]

300-1000 100-200 300-700

Easy installation: Simple installation thanks to the well-thought-out design and the possibility of welding to the TPO/FPO 

roof membrane.

Product data sheet

Sheet metal flashing – ProRoof 

emergency overflow for TPO/FPO 

membranes

Application: Element of a flat roof drainage system 

used for the emergency discharge of excess water 

when the main drainage system is inefficient or 

blocked.

Compatibility: Designed for roofs covered with 

TPO/FPO membrane; the overflow flange can be 

welded to the membrane, which ensures a watertight 

connection. 

Material: Galvanised steel sheet coated with a layer of 

TPO/FPO, resistant to UV radiation and extreme 

weather conditions. 

   

Installation: Easy and quick installation in the parapet 

wall or roof edge; the design allows trouble-free 

welding to the roof membrane.

Effective protection against flooding: The emergency overflow automatically discharges excess water if the main 

drainage system fails, minimising the risk of damage to the building structure.

Weather resistance: Made of materials resistant to UV, low temperatures and extreme weather conditions, which 

ensures a long service life of the product.
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